
Roomdimensions Iberica cooperates with Dubai 
Police, via its local partner, for the development of 
three NOC (Network Operation Centers) located within 
the new Penitentiary Centre in DUBAI. Each NOC is 
equipped with eight operator workposts whose mis-
sion is to control the entire infrastructure of the 
mega-center.

The project was developed using the new range of LAN 
consoles, which allows you to create highly ergonomic 
and visually light work environments, with a fully open 
technical solution that provides a highly aesthetic 
value to the environment. Each user workpost integra-
tes an area for the location of the computer equip-
ment, which is integrated in the very own structure of 
the control console, and a rear compartment called 
"Device Support System" destined to the location of 
peripherals, SFF equipment and all connectivity 
elements.

DUBAI POLICE NOC ROOMS

DUBAI POLICE NOC ROOMS

LAN console is a highly modular, adaptable and 
competitive product which allows keeping orga-
nized the entire cabling infrastructure in a 
clean and orderly manner, enabling the location 
of power outlets, voice and data in different 
strategic points, depending if they have to be 
accessible to the operator or otherwise exclusi-
vely for equipment and systems.

Device Support System

It is an accessory that aims to increase the 
capacity of the control console, creating a com-
plementary space to locate computers and their 
components. The DSS is located in the back of 
the control console, it is connected to the main 
structure of the system and incorporates a 
hinged access door that allows manipulation of 
all equipment housed inside. In the DSS you can 
accommodate SFF equipment, Thin Client, KVM, 
and all required data and power connectors, 
which provides a high degree of organization 
and efficiency of the solution since all of the 

elements are perfectly hidden and organized at 
the interior. The interior space of DSS is directly 
connected to the main structure of the control 
console, which facilitates the passage of wiring 
between the different areas of the control 
console. Being a modular element, it can be 
removed or introduced as convenient in all 
those configurations that require more space 
for the location of equipment and infrastructure.

Connectivity points

LAN divides connectivity into 3 specific areas:

• Operator’s connectivity: Located inside 
console’s main structure, is accessible through 
hinged covers located on the very surface of 
workpost.
• Connectivity 19 "rack: It’s Integrated inside the 
rack cabinet, using power strips or 19" data 
panels.
• Rear Connectivity: Located inside the DSS, out 
of sight and out of reach of the user.

Project Scope:

6x LAN Consoles for 4 users each / 24x ergono-
mic arms / 24x CXO Chairs / filing modules / 
printer modules.



These workposts 
ensure a perfect 
distribution of the 
electronic devices 
and operator PCs.
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Lan Console allows 
a dynamic input and 
output of the wiring 
from the worktop to 
the interior of the 
structure.

The CXO Nightingale Chair 
model has been carefully 
chosen for the project as a 
24x7 comfort is esential for
the operator.
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